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It is well known that ocean ambient noise levels in the frequency range from a few hundred 
hertz to several tens of kilohertz are well correlated with wind speed. A physical mechanism 
that could account for some of this sound generation is the production of bubble clouds by 
breaking waves. A simple laboratory study of the sound generated by a column of bubbles is 
reported here. From measurements ofthe various characteristics ofthis column, good evidence 
is obtained that the bubbles within the column are vibrating in a collective mode of oscillation. 
Based upon an assumption of collective oscillations, analytical calculations of the predicted 
frequency of vibration of this column as well as the dependence of this frequency on such 
parameters as bubble population and column geometry agree closely with the measured values. 
These results give evidence that the bubble plumes generated by breaking waves can be a 
strong source of relatively low frequency ( < 1 kHz) ambient noise. 
PACS numbers: 43.30.Nb 
INTRODUCTION 
The literature contains substantial evidence that 
oceanic ambient noise is wind-dependent down at least to 
frequencies of a few hundred hertz. 2-3 The nature of the 
source of these low-frequency acoustic emissions is, how- 
ever, still obscure. In view of this seeming correlation with 
breaking waves, it was suggested in ependently by Carey 4-6 
and Prosperetti 7-9 that the collective oscillations ofbubble 
clouds could explain these emissions. It is the purpose of the 
present paper to present an experimental confirmation of 
this possibility, and to show that analytical predictions agree 
closely with the measurements. 
It is well known that bubbles abound in the first several 
meters under the ocean surface. Their origins are varied (im- 
pact of splashes, prays, rain drops, biological ctivity, capil- 
lary waves of limiting form, and other mechanisms), but 
probably the most significant source of these bubbles is the 
breaking of surface waves. 2ø-22 The precise nature of the 
mechanism of air entrainment in a breaking wave is still 
poorly understood, 23but it is plausible that at the moment at 
which the liquid surface closes on itself to entrap bubbles, its 
local velocity is nonzero. The bubble created in this way has 
therefore some initial kinetic energy and, unless it is spheri- 
cal and with a balanced initial pressure, some initial poten- 
tial energy as well. Since a bubble may roughly be regarded 
as a mechanical oscillator, one expects this initial energy to 
give rise to volume pulsations with associated acoustic emis- 
sions. The reason why such a simple picture is unacceptable 
as an explanation for the observed low-frequency noise is 
that the natural angular frequency coo f a bubble of radius a 
is given approximately by 
COo = ( 1/a) ( 37'Po/p) 2/2, 
") On leave from the Sung Kyun Kwan University, Seoul, Republic 
of Korea. 
where Po is the ambient pressure, p is the water density, and 
?' is the ratio of specific heats. With Po - 105 Pa, p - 103 
kg/m 3, ?' = 1.4, this relation would require a radius of about 
7 mm for a frequency f= coo/2rr = 500 Hz, and it is by no 
means clear--and actually rather unlikely--that such large 
bubbles are created in significant numbers. 
The collective oscillation hypothesis circumvents this 
problem by appealing to the well-known fact that a system of 
coupled oscillators (such as the bubbles in the cloud, for 
which the coupling is provided by mutual hydrodynamic 
and acoustic interaction) possesses normal modes the fre- 
quencies of which can be substantially lower than the natural 
frequencies of the individual oscillators. An intuitive argu- 
ment leading to the same conclusion is as follows. It is well 
known that a mixture of air bubbles and liquid has a sound 
speed much lower than that of the pure liquid even at gas 
volume fractions as low as 1%. As a rough approximation, 
one can therefore consider a bubble cloud as an acoustic 
medium surrounded by a rigid enclosure, a system which is 
capable of normal modes of oscillation depending on its lin- 
ear dimensions. Since the surrounding liquid is not, how- 
ever, a rigid enclosure, the energy trapped in the cloud will 
"leak out" and be detectable as acoustic waves away from 
the bubble cloud. A very simple argument shows that the 
ratio of the minimum cloud eigenfrequency COrn to the natu- 
ral frequency coo of the constituent bubbles (assumed to be 
equal) is of the order of TM 
COm/COO • 1//3 '/6N •,/3, 
where/3 is the gas volume or void fraction in the cloud and 
No is the total number of bubbles. For example, aregion with 
linear dimensions of the order of 10 cm and a void fraction of 
1% could contain enough 1 mm radius bubbles to cause a 
frequency reduction of one order of magnitude. 
The theoretical literature on bubble cloud collective-os- 
cillation phenomena has seen several contributions in the 
last few years. 4-9'•4-17 However, so far, no direct experimen- 
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tal confirmation of the phenomenon has been reported. 
Here, we provide such a confirmation for clouds of cylindri- 
cal shape. Although this geometry is not of direct relevance 
to oceanic conditions, the verification of the concept and the 
very close agreement with theory are important steps toward 
the ultimate experimental proof. 
I. EXPERIMENTAL PROCEDURE 
We discovered that it was not easy to produce bubble 
"puffs" with a constant void fraction. It was too difficult to 
initiate or to terminate the bubble production quickly 
enough to generate reproducible geometric shapes. To avoid 
this problem, we chose to make bubble-filled columns which 
had a constant flux of air and thus also of bubbles. With these 
bubble columns, we were able to maintain a constant void 
fraction within a fixed geometrical configuration. Further- 
more, the void fraction of the bubble column could be varied 
precisely by adjusting the flow rate through the flowmeter in 
the supply line to the bubble maker. A schematic diagram of 
the experimental apparatus is shown in Fig. 1. 
A. Apparatus 
To make the bubble column, a bubble maker was de- 
signed which consisted of forty-nine 22-gauge hypodermic 
needles with their tips cut off square. The needles were ar- 
ranged in a circular cross-section to produce cylindrical 
clouds; an inset in Fig. 1 shows the geometry of the bubble 
maker. To ensure that each needle was provided with the 
same air pressure, the individual needles were connected by 
separate tubings with a manifold to an air-supply system. A 
stopcock for each tubing in the manifold was used to control 
air flow to the individual needles. To eliminate mechanical 
noise sources, compressed air was used as the air supply sys- 
tem for the bubble maker. The air flow through the pressure 
regulator and metering valve could be adjusted very precise- 
ly by'using a high-resolution flowmeter (Cole-Parmer N- 
03227-22) that could measure flow rates from 0 to 80 ml/s 
with a precision of about 0.5 ml/s. The 49 hypodermic nee- 
dles that comprised the bubble maker were arranged in con- 
centric circles, with 1 needle at the center, 8 at the first radi- 
us, 16 at the second, and 24 at the third. The radii of the three 
circles were 2, 4, and 6 cm, respectively. 
B. Data acquisition 
The column resonance frequency was measured with a 
hydrophone (B&K 8103) plus a charge amplifier (B&K 
2635 ) connected to a dual-channel digital oscilloscope (Le- 
Croy 9400). The hydrophone was installed midway down 
but outside the bubble column. These measurements were 
carried out either in a small water tank of dimensions 
1 X 1 X 1 m 3, or in a larger tank with dimensions 5 X 5 X 1.2 
m 3 ' 
For noise spectrum analyses, the FFT algorithm and 
power spectrum averaging capability of the LeCroy 9400 
digital storage oscilloscope were used. For averaging the 
spectra, 50 sweeps were used for each data point. For gather- 
ing preliminary data the Nyquist frequency was 6.24 kHz 
with a transform size of 2500 points. The frequency interval 
used was 20 Hz. For gathering final data, 1.25 kHz was set as 
the Nyquist frequency, also with a transform size of 2500 
points. The frequency interval was 4 Hz. The standard de- 
viations of the bubble column resonance frequencies were 
less than 2% for 50 spectrum averages. Shown in Fig. 2 are 
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FIG. 1. Diagram of experimental apparatus. In order to generate bubble 
columns of different radii and void fraction, various combinations of nee- 
dles in the bubble maker were activated. 
-o 
I Freq - 388 Hz Rel. flow rate: 31ml/s 
Rel. flow rate: 13 ml/s 
Freq - 548 Hz 
FIG. 2. Raw data showing the FFT spectra from the digital oscilloscope. 
The cursor indicates the location of the lowest bubble column resonance 
studied here. Also shown on the four different examples are the measured 
resonance frequencies for four different air flow rates. Note the shift o high- 
er frequencies as the flow rate (proportional to void fraction) is reduced. 
701 J. Acoust. Soc. Am., Vol. 89, No. 2, February 1991 Yoon eta/.: Bubble cloud oscillations 701 
the averaged noise frequency spectra for a variety of air flow 
rates to the bubble maker. We have determined that the low- 
est peak (identified on the figure with the cursor) represents 
the lowest-mode frequency resonance of the bubble column. 
It is seen in this figure that as the air flow rate is reduced, the 
lowest resonance frequency of the column is elevated. We 
now present a brief theoretical analysis of the experimental 
condition described; later, a more detailed description of the 
various experiments that were performed to investigate 
these column resonances, as well as the major results of our 
study, will be given. 
II. THEORY 
The theoretical flamework used to analyze the data has 
been presented in detail in Refs. 14, 18, and 19, and only a 
brief summary will be given here. The liquid-bubble mixture 
is described by means of averaged equations that lead, for the 
average pressure field P, to an effective Helmholtz equation 
of the form 
V2Pq - k2m(P--po) --0, (1) 
where Po is the undisturbed static pressure and, for equal- 
sized bubbles, the wave number k m is given by 
0 2 4rrw2an k 2 --•q- (2) m ß 
c 2 coo 2 _ co2 + 2ibco 
Here, co is the angular frequency, c is the speed of sound in 
the pure liquid, a is the bubble radius, and coo (a) and b(a) 
are the natural frequency and damping constant of a bubble 
of radius a, respectively. •8 The number density of the bub- 
bles per unit volume n is related to the void fraction/3 by 
/• -- •wa 3n. ( 3 ) 
The acoustic disturbance in the pure liquid is described 
by an equation similar to ( 1 ), with k m replaced by k = co/c. 
The boundary between the bubbly region and the pure liquid 
is treated as a geometrical surface on which the continuity of 
pressure 
p=po, (4) 
and normal velocity 
n. VP = n. VP ø, (5) 
are imposed. Here, po denotes the pressure in the pure liq- 
uid. 
To apply this theoretical framework to the experiment 
described in the previous section, we make a number of sim- 
plifying assumptions. We take the cloud to be cylindrical 
with an effective radius Rc and the tank to be a rigid concen- 
tric cylinder with a radius RE. It will be shown that the 
theoretical results depend very weakly on this quantity and 
we therefore do not expect a significant error from this sche- 
matization. The vertical structure of the fields is taken to be 
proportional to 
P -- Po cc sin [ Nrr( h - z)/2h ], (6) 
where h is the depth of the needle's tips below the free surface 
and z is measured from these tips. This relation implies a 
pressure-release boundary condition at the surface of the 
tank. If N is an odd integer, in particular N = 1, the plane 
z = 0 is treated like a rigid boundary, while if N is an even 
integer, in particular N = 2, it effectively behaves as a pres- 
sure-release boundary. Noninteger values of N may be used 
to simulate intermediate cases. As will be described in Sec. 
III, the data indicate that the value N = 2 describes the situ- 
ation rather closely. 
The calculation of the normal modes for this system 
proceeds in a very straightforward way. Since the pressure 
field in the mixture must be finite on the axis r = 0 of the 
bubble column, it follows from (6) that it must have the 
form 
_imO r 2 2 P -- Po mid d m [ l"•/k m -- (nrr/2h) ] 
X sin[Nrr(h -- z)/2h ], (7) 
where, in view of the linearity of the problem, a unit ampli- 
tude has been assumed and Jm is the Bessel function of order 
m. The index rn describes the azimuthal structure of the 
field. The case rn = 0 corresponds to axially symmetric con- 
ditions, a situation that seems to prevail in the experiment. 
The corresponding solution in the pure liquid has the form 
po --Po : eimO sin [Nrr(h -- z)/2h ] 
X {/lmH (m 1)[/,'•/k 2 -- (Nrr/2h) 2 ] 
-3 [-BmH(m2)[l,•/k 2 - (Nrr/2h) 2 ]}, (8) 
where H (•) and H (2) are the Hankel functions of first and 
m m 
second kinds of order m, respectively. A relation between the 
amplitudes A m and B m can be obtained by imposing vanish- 
ing velocity at the tank wall r- RE. One of the conditions 
(4) or (5) at r- R c determines then the remainingampli- 
tude while the other condition, i.e., (5) or (4), gives the 
characteristic equation in the form 
X [Jm-, (x)/J,n (x) ] 




x - Rcx/k 2 _. (Nrr/2h)2 s -- R x/k 2 _ (Nrc/2h)2 m , c ' 
and 
(10) 
[•_(2) y /H(2)(y)_ m/ ] •' m-- 1 m tlrn : •) - m--1 (Y ) /H m (Y ) -- /y 
y,)l m . m , x •2;(s ) •( ) m m 
with 
y- R•k 2-- (N•/2h) 2. (12) 
For the axisymmetric mode m = 0 these relations become 





•o -- [H•2'(y)/H•'(Y) ] [H(o•'(s)/H(o2'(s) ]. (14) 
The numerical solution of the eigenvalue equation (9) 
or (13) is rather involved and is described in Refs. 14 and 19. 
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It may be noted that the results are rather insensitive to the 
precise nature of the boundary conditions at r = RE. A 
change from a rigid to a "soft" (i.e., P = œo ) boundary has 
hardly any effect on the results shown below. 
III. RESULTS AND DISCUSSION 
A. Void fraction 
The void fraction, i.e., the ratio of air volume to the total 
volume of the bubble column, can be determined from the 
amount of air flowing into the column. If the number of 
needles open in the bubble maker remains constant, then the 
void fraction of the bubbly mixture can be computed from 
the following relation: 
/3 = /Sh, (]5) 
where I? is the total air volume flow rate, t is the time for a 
bubble to rise from the bubble maker to the water surface, $ 
is the effective cross-sectional area of the bubble column, and 
h is its height. The effective cross-sectional rea of the bubble 
column can be determined by observation, either directly 
with the eye or through simple photography. The bubble rise 
time was measured by cutting off the air supply for a short 
time during an otherwise steady state and then rapidly start- 
ing the air flow and measuring the time required for the front 
of the bubbly mixture to reach the tank water surface. Be- 
cause of liquid entrainment into the column by the rising 
bubbles, the rise time depended on the void fraction; thus, for 
each air flow rate, a separate rise time measurement was 
performed in order to determine the correct value of the void 
fraction. The column height and cross section were mea- 
sured and found to be nearly independent of air flow rate. 
To confirm our measurements of the void fraction, a 
photo technique was used as an independent determination 
of this quantity. By making photographs of the bubble co- 
lumns at given air flow rates, the actual bubble population 
was determined for the bubbly mixture. This laborious 
method was used only to confirm the estimates based on 
(15) and was not used to determine the data points in the 
figures to follow, unless specifically mentioned. 
We show in Fig. 3 a photograph of a typical bubble col- 
FIG. 3. Photograph of a typical bubble column. For this case 45 needles 
were open, the flow rate per needle was about 30 ml/min and the average 
bubble size was about 1.6 mm. The length of the bar for a scale is 1 cm. 
umn. Note that the bubbles are nearly the same size but more 
oblate than spherical, there is little if any coalescence, the 
bubbles are evenly distributed, and the edges of the column 
are reasonably well defined. With our bubble maker we 
could maintain a constant and stable flux of bubbles. The 
bubble radius was somewhat dependent on the air flow rate 
and increased approximately from 1.5 to 2.4 mm as the air 
flow rate was increased. 
B. Bubble column resonance 
We investigated the dependence of the bubble column 
resonance frequency on the void fraction for various column 
radii. The physical cross-sectional rea of the bubble maker 
could be set at radii of 6.0, 4.0, or 2.0 cm. However, the 
effective cross-sectional area was larger than the physical 
cross-sectional rea because of zigzag rising motions of indi- 
vidual bubbles, and effective bubble column radii of 7.0, 5.4, 
and 4.6 cm were measured from photographs in the three 
cases. 
To demonstrate that a standing wave does exist within 
the bubble column, we probed its interior with a small hy- 
drophone. These results are shown in Fig. 4 which displays 
the amplitude of the acoustic pressure as a function of hydro- 
phone depth measured from the water surface. The tips of 
the needles are at a depth of 0.82 m. The smooth curve shown 
in this figure represents a sine wave with a half-wavelength 
of 0.85 m fitted to the data. This value is somewhat greater 
than the depth of submergence of the needle tips. On the 
other hand, the bottom boundary of the bubble column is not 
clearly defined. The bubble maker rests on the bottom of the 
tank which is made of 1.8-cm-thick plywood raised from the 
floor by means of wooden beams. The base of the needles is 
5.5 cm above the bottom, and the total distance between the 
needles tip and the tank bottom is 10.5 cm. Given this experi- 
mental configuration, a pressure-release condition at the 
bottom of the column as suggested by the data of Fig. 4 is not 
unreasonable. 
Shown in Fig. 5 is the dependence of the bubble column 
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FIG. 4. Variation of the acoustic pressure amplitude within the bubble- 
filled column as a function of depth below the water surface for a fixed void 
fraction. The measured data are fitted with a sine curve, indicating a pres- 
sure-release boundary condition on both ends of the column. 
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FIG. 5. Variation of the measured (various symbols) and theoretical (var- 
ious curves) values of the bubble column resonance frequency with void 
fraction for three different column radii. The theoretical curves are obtained 
from Eq. (13). The column height was 0.82 m, the average bubble radius 
was 2.0 mm, and the distance to the tank walls from the center of the bubble 
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FIG. 6. Effect of the tank radius used in the calculation on the column reso- 
nance frequency. The theoretical curves are obtained from Eq. (13) in the 
text. The close proximity of the three curves indicates a weak dependence on 
the tank size. The theoretical calculations and experimental data are for an 
effective column radius of 7.0 cm, and a column height of 0.82 m; the tank 
size in this experiment was 5 >< 5 X 1.2 m 3 (LWH). (Compare Fig. 7. ) 
of the measured spectra shown in Fig. 2) on the void fraction 
for various column radii Rc. For case A, all 49 hypodermic 
needles were open (see Fig. 1), and the effective column 
radius was 7.0 cm; for case B, the outer ring was closed, the 
two interior rings were open, and the effective radius was 5.4 
cm; for case C, both outer rings were closed, the remaining 
nine needles were open, and this arrangement lead to an ef- 
fective radius of 4.6 cm. For all cases the air flow rates varied 
from about 1 ml/s to near 80 ml/s and the height of the 
bubble column was held constant at 0.82 m above the needle 
tips. The measurements for this figure were performed in tap 
water in a tank that measured 1>< 1 >< 1 m 3. It appears from 
these data that the broad-band noise of the bubbles exiting 
from the nozzles--in Longuet-Higgins' picturesque lan- 
guage: "their birthing wail"--is activating a standing wave 
in the column. As the void fraction is changed by increasing 
air flow, the speed of sound in the bubbly medium is dimin- 
ished, resulting in a reduction in the frequency of the lowest 
mode. 
Also shown in Fig. 5 are the results of the theoretical 
predictions based upon a numerical solution of the eigenval- 
ue equation (13) above for the frequency of the lowest mode 
as a function of void fraction for the three (effective) column 
radii examined in the experiment. One sees an impressive 
agreement between predicted and measured values. 
An obvious concern in analyzing these data was the ef- 
fect of the tank lateral boundaries. In the theoretical naly- 
sis, we assume cylindrical symmetry and that lateral boun- 
daries exist at a specified istance from the bubble column. 
In order to test experimentally the effect of the boundaries, 
we performed measurements in two separate tanks. Figures 
6 and 7 show tests of the theoretical and experimental sensi- 
tivity to the boundaries of the tanks. First, in Fig. 6, a com- 
parison is made between theory and experiment for a case in 
which the column height was 0.82 m and the effective cross 
sectional radius of the bubble column was 7.0 cm. These 
measurements were performed in our larger tank 
(5 >< 5 >< 1.2 m3). The bubble column was not positioned in 
the middle of the tank but about 1.2 m away from one edge, 
and at about equal distances from the other two walls. The 
theoretical lines are for three cases in which the outer cylin- 
drical surface used in the theoretical model has radii Re of 
0.75, 0.65, and 0.55 m. Note from these calculations that 
very little effect of the boundary is predicted. 
These theoretical results are confirmed in an experimen- 
tal test whose results are shown in Fig. 7. For this case, the 
variation in column frequency with void fraction was exam- 
ined for a bubble column of 0.82-m height and 7.0-cm effec- 
tive cross section, but in two separate tanks. The measure- 
ments in case AA were made in the large tank (5 >< 5 >< 1.2 
m3); those for case A were made in the small tank ( 1 >< 1 >< 1 
m3). In agreement with the theoretical predictions shown in 







ø case AA 
ß case A 
1. ß 
200 . . , . . , . . , . . , . . , . . 
0.0 0.2 0.4 0.6 0.8 1.0 1.2 
Void Fraction (%) 
FIG. 7. Variation of the column resonance frequency with void fraction for 
two different ank sizes. In case AA, the size of the tank was 5 X 5 X 1.2 m3; 
in case A, the size of the tank was 1 X 1 X 1 m 3 (LWH). These data and the 
corresponding calculation in Fig. 6 indicate a weak dependence on tank 
size. 
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FIG. 8. Variation of the column resonance frequency with void fraction for 
three different values of the average bubble radius; the theoretical calcula- 
tions are obtained from Eq. ( 13 ) in the text. The close proximity of the three 
curves indicate a weak dependence on the average size of the bubbles within 
the column. The theoretical calculations and the experimental data are for 
an effective column radius of 7.0 cm and a height of 0.82 m. The experimen- 
tal data are for an average bubble radius of about 2.0 mm. (Compare Fig. 
9.) 
A final series of measurements were made to examine 
the effect of bubble size. Since the resonance frequency of the 
column is significantly different from the natural resonance 
frequencies of the individual bubbles, the important param- 
eter in the resonance of our column is the void fraction, not 
the bubble size. We can demonstrate this prediction again 
with a combination of two figures, one principally theoreti- 
cal in nature, the second principally experimental. 
Shown in Fig. 8 are the theoretical results for bubble 
radii of 1.5, 2.0, or 2.5 mm. The data are the same ones 
shown in Figs. 5 and 6 for a column height of 0.82 m and an 
effective radius of 7.0 cm. The expected result is supported 
by the very small effect of the bubble radius on the theoreti- 
cal curves. 
To demonstrate the same effect experimentally, we ex- 
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FIG. 9. Variation of the column resonance frequency with void fraction for 
two different flow rates that resulted in two different average bubble radii. 
For the flow rate of 30 ml/min to the individual needles (open circles), the 
average bubble size was about 1.6 mm; for the flow rate of 60 ml/min 
(closed circles), the average bubble size was 2.0 mm. In accordance with 
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FIG. 10. Effect of the column height used in the calculation on the predicted 
lowest mode. The solid lines are for h = 0.82 m, as in all of the previous 
figures, while the dashed lines are for h = 0.90 m. The data are the same as 
shown in Fig. 5. 
rate. By using flowrates of 30 ml/min and 60 ml/min per 
needle, we could generate bubbles with radii of 1.6 and 2.0 
mm, respectively. In this case, in order to vary the void frac- 
tion, we varied the number of active needles of the bubble 
maker still trying to retain the geometry of the system as 
much as possible. For this set of experiments, in order to 
have more reliable measurements of the void fractions, it was 
necessary to take photographs of the column and count the 
bubbles. In Fig. 9, we show the results obtained in this way 
for a column height of 0.82 m and an effective cross-sectional 
radius of 7.0 cm. The data do not show any observable de- 
pendence on the bubble radius. 
As a further test of the applicability of the theory to the 
present case we consider the sensitivity of the theoretical 
predictions to the height of the column which, as has been 
mentioned above, is not unambiguously defined in the pres- 
ent experimental situation. Figure 10 compares data and 
theory for the largest and smallest column radii. The two 
pairs of theoretical ines have been obtained assuming a col- 
umn height of 0.82 m, as in the preceding figures, and 0.90 m, 
which is close to the total depth of the tank. It can be seen 
that the effect of this 10% change in column height is small 
and, therefore, that the imprecision with which h is known 
does not affect in any significant way the agreement between 
theory and experiment reported in this paper. 
IV. CONCLUSIONS 
By performing a relatively simple experiment, we have 
been able to demonstrate the existence of collective oscilla- 
tions of bubble clouds. We have found that a bubble cloud 
can radiate sound at frequencies ubstantially lower than the 
natural frequency of the individual constituent bubbles. This 
result is consistent with a theoretical description of the cloud 
based on averaged equations in which the bubbly medium 
appears as a continuum endowed with effective bulk proper- 
ties distinct from those of the individual bubbles or the pure 
liquid. We have also shown that this theory is in excellent 
agreement with the data. This circumstance gives confi- 
dence that the predictions of the theory would also be accu- 
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rate for situations not as easily amenable to experiment as 
the one studied here. In particular, this finding strengthens 
the suggestion 4-9 that most of the natural oceanic ambient 
noise below 1 kHz may be due to the oscillations of bubble 
clouds and plumes produced by breaking waves. 
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